2.8 USER-DEFINED LINE

Introduction

The interactive Review and Correction screens contain a header which displays certain
information from the Master and Stat Period Control files. This header consists of 4 lines of
information. Thefirst 3 lines of the header are standard across al surveys, and include survey
name, stat period, name of the respondent, SIC, weight, and check-in date. Variables contained in
the 4™ line can be specified by users at the user- or survey-level.

If alineisdefined at the user-level, it will only be displayed for the user that created it. If aline
is defined at the survey-level, it will be displayed for all users processing that particular survey.
If both auser-level and a survey-level line have been defined, the user-defined line will override
the survey-defined line.

User-defined lines are stored as an ASCI| file with the name “survspec.dat”. A separatefileis
created for user-level and survey-level specifications. User-level specifications are stored in the
USERLIB library. Survey-level specifications are stored in the PARMLIB library.
NOTE: Y ou must have PARMPRIV ="*P in order to create or edit a*“ survey-level” line.
If you have defined a user-level line for the first time and no survey-level line

exists, the user-level line will also be stored at the survey-level. Once created, a
survey-level line can only be changed by a user with PARMPRIV =P,

Accessing the Screen(s)

I Click onthe SURVEY SPECIFICATIONS button from the StEPS Main Menu.

1 Click onthe DATA REVIEW SPECIFICATIONS button from the Survey Specifications
Menu to display the following:
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Figure2.8.1 Define Survey-specific Line Screen

Screen Features

The Survey, Stat period and date are displayed at the top of the screen. These fields are not
correctable.

Indicate whether you want to create a new line specification or edit an existing line
specification by clicking on the appropriate button:

1. Edit User Specification Edit an existing user-level specification.
2. Edit Survey Specification Edit an existing survey-level specification.
3. Create aNew Specification Create a new specification, which can be saved at the user-

level or (with the proper privileges) at the survey-level.
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CHOOSING A LABEL

Y ou must specify alabel for the variable you want displayed on the screen. Y ou may use the
variable name as the label or make up your own label. Whatever |abel you choose to use will be
displayed in the user-defined line.

1. Tousethe variable name from the control file as the label, click on “Use varnme as label”.
2. If you wish to make up your own label, click on “Enter a constant for alabel”. If you choose
this option, you will be prompted to enter alabel. It can be a maximum of 15 characters.

NOTE: Use the mouse to turn your selections on and off. If you click on the “Use varnme as
label” option, the radio button will appear black and the entire “ Enter constant as
label” field will be greyed out. If you change your mind and decide to use a constant
asalabel, you must first click on the “Use varnme as label” a second time to turn
that selection off.

Each time you specify alabel, it will be displayed in the “ Specifications’ box at the bottom of
the screen.

CHOOSING A VARIABLE

After entering alabel, you must choose the variable from the Master or Stat Period control file
that will be associated with the label specified. The current value of the variable (asit existsin
the control file) will be displayed in the user-defined line.

Example:  You have chosen to use the label “ Coverage code”. Y ou must now select the variable
COVCDE as the variable associated with this label. When you go to the Review and
Correction screens, the value for the variable “COV CDE” will be displayed.

Click “Select variable” to bring up a pick list of valid control variables. Click on the variable
you want displayed in the header. Each time you select avariable, it will be displayed in the
“Specifications’ box at the bottom of the screen.

UNDO

This button will delete the last line of the specification, which is displayed in the
“Specifications’ box at the bottom of the screen.
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SAMPLE LINE

Thiswindow displays your user-defined line asit will appear in the Review and Correction
screens:

Sample Line:
12345678001 25456 TE001 23456 TR001 2345 6 TR001 2345 678001 2245 6 TEO01 2345670018345 678001 2345 6 7R001 2345 6780012345 678001 2345 67200
1 2 3 4 ) [ 7 8 a a 1 2

ALPHA ZDCOLE COVERAGE CODE XX SMPCDE X NAMEL

Figure2.8.2 SampleLine

SPECIFICATIONS

The “ Specifications” window displays the specification as you are creating it. Thefirst 4 lines
(HEADER, DESCR, USRNME, and DTM) will automatically be populated when you
create/update the specification. The remaining fields (“C” and “V") contain the |abels and
variables that you have specified.

Tlgps?%icﬁ C%%in%qs I:{EADER BTS /Y
IDSPEC 00001 DESCRP Parameters for surv/id line
IDSFEC 00001 USRENME dille00l
IDSPEC 00001 DTM 13JaM98 :13 50 45
IDSPEC 00001 FIELD 001 001 005 C© ALPHA
IDSPEC 00001 FIELD 002 007 012 ¥ ALPHA CT
IOSFEC 0000l FIELD 003 014 026 C COVERAGE CODE
IN=PEG 0000l FIELD 004 028 029 ¥ COVCDE cl
IN=PEG 0000l FIELD 005 031 036 © SMPCDE
IN=PEG 0000l FIELD 00c 038 039 ¥ SMPCDE cl
-
Figure 2.8.3 Specification
Column 1 “IDSPEC” indicates this parameter file is for the User-defined line (as opposed to
other Review and Correction specifications which might exist).
Column 2 Not applicable; used during initial design of screen; will be removed
Column 3 HEADER Survey name
DESCR Indicates that this specification is for the user-defined line.
USRNME Username of person to last update this specification.
DTM Date/time when specification was last updated.
FIELD “C" - 1% label specified.
FIELD “V” - 1% variable specified. (CT-Master, C1-Stat Period)
FIELD “C” - 2" |abel specified.
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FIELD “v” - 2 variable specified. (CT-Master, C1-Stat Period)
FIELD “C - 39| abel specified.
FIELD “V” - 39 variable specified. (CT-Master, C1-Stat Period)

SAVING THE USER-DEFINED LINE

I When you have finished entering the specifications for the user-defined line, indicate
whether to save the specification as a“user” parameter or “survey” parameter file by
selecting the appropriate button at the bottom of the screen:

1. Store User Parameter - will store the parameter file at the user-level
2. Store Survey Parameter - will store the parameter file at the survey-level.

NOTE: Users must have PARMPRIV =P to store parameter files at the survey-
level. Thisrestriction has not yet been incorporated for StEPS 1.0. Please
do not change the survey-level parameter file unless permitted to do so by a
supervisor, since thiswill affect all other users for your survey.

After selecting the appropriate button, the following confirmation window will display:

=il SAS: AF

Uzer Choice Yes / Mo

=

1. Click on“Yes’ to save the parameter file. The following message will display,
“User/Survey parameter file has been output”. Click on “OK” to return to the Survey
Specifications Menu.

2. Click on“No” if you do not want to save the parameter file you have just
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created/updated.

1 The"Go Back” button in the upper left corner of the screen will alow you to exit the User-
Defined Line screen and return to the Survey Specifications Menu.
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